2. Specification

2-1. GSM General Specification

GSM850

EGSM 900 DCS1800 PCS1900
Freq.
Band[MHz] 824~849 880~915 1710~1785 1850~1910
Uplink/ 869~894 925~960 1805~1880 1930~1990
Downlink
ARFCN 128~251 0~124 & 975~1023 512~885 512~810
range
TXx/RX
spacing 45MHz 45MHz 95MHz 80MHz
Mod. Bit
(:ate/ ' 270.833kbps 270.833kbps 270.833kbps 270.833kbps
. . 3.692us 3.692us 3.692us 3.692us
Bit Period
Time Slot
Period/ 576.9us 576.9us 576.9us 576.9us
Frame 4.615ms 4.615ms 4.615ms 4.615ms
Period
Modulation 0.3GMSK 0.3GMSK 0.3GMSK 0.3GMSK
MS Power 33dBm~5dBm 33dBm~5dBm 30dBm~0dBm 30dBm~0dBm
P
C?e\{\/sesr 5pcl ~ 19pcl 5pcl ~ 19pcl Opcl ~ 15pcl Opcl ~ 15pcl
Sensitivity -102dBm -102dBm -100dBm -100dBm
TDMA Mux 8 8 8 8
Cell Radius 35Km 35Km 2Km 2Km
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Specification

2-2. GSM Tx Power Class
TX Power TX Power TX Power TX Power
control GSM850 control EGSM900 control DCS1800 control PCS1900
level level level level

5 33+2 dBm 5 33+2 dBm 0 30+3 dBm 0 30+3 dBm

6 31+2 dBm 6 31+2 dBm 1 28+3 dBm 1 28+3 dBm

7 29+2 dBm 7 29+2 dBm 2 263 dBm 2 26+3 dBm

8 27+2 dBm 8 27+2 dBm 3 24+3 dBm 3 24+3 dBm

9 25+2 dBm 9 2512 dBm 4 22+3 dBm 4 22+3 dBm

10 2312 dBm 10 23+2 dBm 5 20+3 dBm 5 20+3 dBm
11 21+2 dBm 11 21+2 dBm 6 18+3 dBm 6 18+3 dBm
12 19+2 dBm 12 19+2 dBm 7 16+3 dBm 7 16+3 dBm
13 17+2 dBm 13 17+2 dBm 8 14+3 dBm 8 14+3 dBm
14 15+2 dBm 14 15+2 dBm 9 12+4 dBm 9 12+4 dBm
15 13+2 dBm 15 13+2 dBm 10 10+4 dBm 10 10+4 dBm
16 1143 dBm 16 1143 dBm 11 8+4 dBm 11 8+4 dBm
17 9+3dBm 17 9+3dBm 12 6+4 dBm 12 6+4 dBm
18 7+3 dBm 18 7+3 dBm 13 4+4 dBm 13 4+4 dBm
19 5+3 dBm 19 513 dBm 14 2+5 dBm 14 2+5 dBm
15 0+5 dBm 15 0+5 dBm

2-2

Confidential and proprietary-the contents in this service guide subject to change without prior notice.
Distribution, transmission, or infringement of any content or data from this document without Samsung’s written authorization is strictly prohibited.



3. Operation Instruction and Installation

Main Function

« Android OS: KK (KitKat)

¢ SC6815T (Single 1.2Ghz

¢ 4G Bytes (eMMC) + 4G bits (LPDDR2) Memory

* 3M camera

e 43" WVGA LCD

e 2G Support (GSM)

« BT v4.0 / USB v2.0 / WiFi (802.11 b/g/n) / FM Radio
» Sensors: Accelerometer

* Additional :
- TouchWiz 5.0 UX
- Wi-Fi Direct
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9. Reference Abbreviate

Reference Abbreviate

— AAC: Advanced Audio Coding.

— AVC : Advanced Video Coding.

— BER : Bit Error Rate

— BPSK: Binary Phase Shift Keying

— CA : Conditional Access

— CDM : Code Division Multiplexing

— CI/l : Carrier to Interference

— DMB : Digital Multimedia Broadcasting
— EN : European Standard

— ES : Elementary Stream

— ETSI: European Telecommunications Standards Institute
— MPEG: Moving Picture Experts Group
— PN : Pseudo-random Noise

— PS : Pilot Symbol

— QPSK: Quadrature Phase Shift Keying
— RS : Reed-Solomon

— S| : Service Information

— TDM : Time Division Multiplexing

— TS : Transport Stream
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1. Safety Precautions

1-1. Repair Precaution

Before attempting any repair or detailed tuning, shield the device from RF noise or static
electricity discharges.

Use only demagnetized tools that are specifically designed for small electronic repairs,
as most electronic parts are sensitive to electromagnetic forces.

Use only high quality screwdrivers when servicing products. Low quality screwdrivers can
easily damage the heads of screws.

Use only conductor wire of the properly gauge and insulation for low resistance, because of
the low margin of error of most testing equipment.
We recommend 22-gauge twisted copper wire.

Hand-soldering is not recommended, because printed circuit boards (PCBs) can be easily
damaged, even with relatively low heat. Never use a soldering iron with a power rating of
more than 100 watts and use only lead-free solder with a melting point below 250°C (482°F).

Prior to disassembling the battery charger for repair, ensure that the AC power is disconnected.
Always use the replacement parts that are registered in the SEC system. Third-party replac
ement parts may not function properly.
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Safety Precautions

1-2. ESD(Electrostatically Sensitive Devices) Precaution

Many semiconductors and ESDs in electronic devices are particularly sensitive to static discha
rge and can be easily damaged by it. We recommend protecting these components with cond
uctive anti-static bags when you store or transport them.

Always use an anti-static strap or wristband and remove electrostatic buildup or dissipate
static electricity from your body before repairing ESDs.

Ensure that soldering irons have AC adapter with ground wires and that the ground wires are

properly connected.
Use only desoldering tools with plastic tips to prevent static discharge.

Properly shield the work environment from accidental electrostatic discharge before opening
packages containing ESDs.

The potential for static electricity discharge may be increased in low humidity environments,

such as air-conditioned rooms. Increase the airflow to the working area to decrease the
chance of accidental static electricity discharges.
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6. Level 1 Repair

6-1. S/W Download

6-1-1. Pre-requisite for S/W Downloading

* Downloader Program (Odin3 v3.09.exe)
* SM-G350E

e Data Link Cable (GH39-00985A)

e Binary files

% Settings

Data Link Cable
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Level 1 Repair

6-1-2. S/W Downloader Program
W Load the binary download program by executing the
"0Odin3 v3.09.exe" €« Run this file.

ID:COM
Option Re-Fartition
Auto Reboot || Re-Partition F. Reset Time —
[] Flash Lock [] LED Control [INand Erase All
Files [Download]
[Z)7 Fiasn Autostart - v
=
Dump | APRAM  ~
c
Phone Bootloader Update Phone EFS Clear
Message = cP
o
= ums
File [Dump]

Open

Binary Size l— l Start I [ Reset I l Exit I

1. Option checking and select files
- Check Re-Partition, Auto Reboot and F. Reset Time, then select PIT,

BL, AP ,CP and CSC files.

& Odin3 v3.09

D:COM
option Re-Partition
I Auto Reboot Re-Partition F. Reset Time I o I Cruserslace WhesktopWHIGGS26G_EUR_OPEN. pit
[| FlashLock [ | LED Control || Nand Erase Al
les [Download]
[l rlesh Autostart [+~

'Desktop*/BL_G350EXXUDANF1_1826240_REVD1_user_low_noship.tar.mds

Dump | APRAM ¥
Desktop¥WAP_G350EXXUDANF1_1826240_REV01_user_low_noship.tar.mds

[] Phone Bootloader Update [ Phone EFS Clear

Message P Desktop ¥ CP_G350EXXUDANF1_1826240_REV01_user_low_noship.tar.mds

[<0SM> Enter CS for MDS... =
<0SM> Check MD5.. Do not unplug the cable.. SC
<0SM> Please wait..

<0SM> CSC_OXE_G350EOXEOANF1_1826240_REVO1_usel
<0SM> Checking MDS finished Sucessfully.. B ums
<0SM> Leave CS..

3% CSC_OXE_G3ISOEOXEOANF1_1826240_REVD1_user_low_noship.tar.mdS

File [Dump]

4

Open

Binary Size 893.7MB
Start Reset Exit
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Level 1 Repair

2. Enter Device into Download Mode

- Press volume down / home / power key at same time for 5 seconds, then you
can see below display.

SAMSUNG

tor cause critical
s in phone and installed

nt to download a custom

s the volume up key.
press the volume down
o

Continue
wn : Cancel (restart phone)

Downloading...
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Level 1 Repair

3. Connect the Device to PC via Data Cable.
Make sure ID:COM box highlighted blue that the device is connected to the PC.

2% CSC_OXE_G3S0EOXEOANF1_1826240 REVO1_user_low_noship.tar.mds

0:[coM4]
o:com
option Re-Partition
Auto Reboot Re-Partition F. Reset Time C: #Users¥lace W Desktop WHIGGS2G_EUR_OPEN. pit
[] Flash Lock [] LED Control ["Inand Erase Al
Files [Download]
[ Fiash Autostare [- =)
‘Desktop#/BL_G350EXXUDANF1_1826240_REV01_user_low_noship.tar.mds
bump | APRAM -
= Desktop ¥ AP_G350EXXUOANF1_1826240_REVO1_user_low_noship_tar.mds
[] Phone Bootloader Update || Phone EFS Clear
e = Desktop ' CP_G350EXXUDANF1_1826240_REVO1_user_low_noship.tar.mds
<0SM> Please wait.. -

<0OSM> CSC_OXE_G350EOXEOANF1_1826240_REV01_usel
<0SM> Checking MDS finished Sucessfully..
<0OSM> Leave C5..

M

S

<0SM> all threads completed. (succeed 0 / failed 0) ] ums
<0SM> All threads completed. (succeed 0 / failed 0}
<ID:0/004> Added!! File [Dump]

« ]

Open

Binary Size I 893.7MB F
Start Reset i Exit
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Level 1 Repair

4. Start Downloading PIT, BL, AP, CP and CSC files by clicking Start button.
Then wait for "PASS" to be appear on the screen.

0¥ CSC_OXE_G350EOXE0ANF1_1826240_REVO1 user_low_noship.tar.md5

PASS!
03:07 | | I I I I I
D:COM
Option Re-Fartition
Auto Reboat Re-Partition F. Reset Time C: WUserslace WDesktopWHIGGS2G_EUR_OPEN.pit
|| Flash Lock || LED control ["IMand Erase All
Files [Download]
7 Flash Autostart - ]
‘Desktop¥BL_G3S0EXXUOANF1_1826240_REV01_user_low_noship.tar.md5
Dump AP RAM hd
DesktopAHAP_G3S0EXXUOANF1_1826240_REVO1_user_low_noship.tar.mds
[] Phone Bootloader Update [ | Phone EFS Clear
Message P Desktop¥CP_G350EXXU0ANF1_1826240_REV01_user_low_noship.tar.mds
<ID:0/004> cache.img -

<ID:0/004> hidden.img
<ID:0/004> RQT_CLOSE !!

=

S

<ID:0/004> RES OK !

<ID:0/004> Remain Port .... 0 (| ums
<0SM> All threads completed. (succeed 1 / failed 0)
<ID:0/004> Removed!! ‘?‘ File [Dump]
= Open
Binary Size 893.7MB
Start Reset Exit

5. Once the device boots up, confirm the downloaded version name and etc.
*#1234#
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